Systémes

LED Linear Trunking System Trunking Rail

NFL

« The track is the bracket to fix the lamp body

Features: T
« The circuit preset in the track powers the lamp body d eC|a|rage
« 60 seconds quick installation without any tools « Splicing between tracks to form a system
« Low installation cost - simply splicing to complete without the additional materials for installation « The rails are pre-wired within the factory and are available in three standard sizes: 3, 5,
At the same time, the labor costs of wiring and fixture installation are significantly reduced. and 7 wires. The 5th line is the basic power supply line, and the other line outside the 5th
L « A three-phase circuit is preset in the track and the lamp can be individually controlled as required line is the function line, dimming and emergency functions.
\ + Dimming mode: 0-10V and DALI « There are 3 fire wires in 5 wires, and a common zero line and ground wire; toggle the
\ + Emergency Mode: Emergency Battery/UPS System phase selection terminal in the track to connect the lamp body to different electrical
+ Sensor mode: microwave sensor and daylight sensor circuits. Three FireWire external switches can easily realize the group management of
« X, L, and T standard module node connectors different lamps in the system.
+ Mounting options: Surface mounted chains or ropes « A 2.5 square wire cable with a maximum current of 16A. One wire allows the installation
« Wide range of optics from 30° to 120° distribution, and double symmetrical distribution of 50 60W lamps.

« The track length is available in three sizes: 600mm/1200mm/1500mm, which

corresponds to a lamp body of the same length.

Application :
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» warehouse

«  Workshop

Subway
Office

Library

Supermarket/Shopping/Convenience Store
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System Overview
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Chain suspension
Wire rope suspension
screw suspension
hook ceiling

End cap

1.5m Trunk Rail

0.6m Trunk Rail

LED Lighting Module
0-10V/DAIL
Emergency Module
Blind cover

Node connector (L, T, X)
Sensor Module

Trunk module

Node Connector

L Connector

T connector

T connector

L connector

X Connector
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Systémes
Three-loop function line

NFL
L1 SWig

L2 SW2 .~ U
SW3 - — ' d'éclairage

The three-loop function controls the lights individually by means of three switches, SW1, SW2, SW3 (on/off). These three switches
Connected to L1, L2, L3,

Swire Trunk Rail

Swire trunk rail

——There are three fire lines in the five-wire

track, a common zero line and

ground line, for the basic power
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supply line, toggle the lamp body
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internal devices, select any L1, L2,
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Status 1 L3 lines, to achieve independent

The lamp are on during the working time

Status 2
Keep two-thirds of the light on during overtime

7wire Trunk Rail

7wire trunk rail—Additional two lines based on the

5-wire function, additional

dimming/emergency/sensing functions.
-Dimming function (DALI / 1-10V)

Emergency function (emergency battery/UPS

system)

Status 3
Keep one-thirds of the light at the break time

Sensing function (microwave sensor/daylight

sensor)

Status 4

All the lamps are off after the duty
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Lighting module TOLS6870 - 600

umen efficiency

Storage Temperature

Working temperature

Q
-

Optional Lens

Wire

Function

Wire

Function
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Item Power Lumen Lumen Efficiency Wi




Lighting module TOLS6870 - 1200

Optional Lens

Wire

32w 40w

L1136*W68*H70mm
130Im/w 150Im/w
3000K 4000K 5000K 6000K

Ra >80

1P20
Aluminum
White Black
>50.000 h (L80)
-40°C ~ +70°C

-30°C ~ +50°C

30°
60°
90°

120°

Double Asymmetrical25° «

5-Wire

SWires (L1,L2,L3,N,PE)

7-Wire
Dimming ( DALI/ 1-10V )
Emergency ( Battery/UPS system )

Sensor Function ( Microwave/Daylight )

Item

TOLS6870-1232

TOLS6870-1240

Power

32w

40w

Lumen
4160lm/4800Im

5200Im/6000Im

Lumen Efficiency
130Im/w  150Im/w

130Ilm/w  150Im/w

Systemes
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Wire
3/5/7
3/5/7



Lighting module TOLS6870 - 1500

L1418*W68*H70mm
130Im/w 150Im/w
3000K 4000K 5000K 6000K
Ra>80
1P20
Aluminum
White Black
>50.000 h (L80)
-40°C ~ +70°C

-30°C ~ +50°C

Optional Lens 30°
60°
90°
120°

Double Asymmetrical25°

Wire 5-Wire

5Wires (L1,L2,L3,N,PE)

7-Wire

Dimming ( DAL/ 1-10V )
Emergency ( Battery/UPS system )

Sensor Function ( Microwave/Daylight )

Ty
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Item

TOLS6870-1540
TOLS6870-1560

Power

40W

60W

Lumen

5200Im/6000Im

7800Im/9000Im

Lumen Efficiency
130Im/w  150Im/w

130Im/w  150Im/w
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Wire

3/5/7
3/5/7



Trunking Rail @&
: NFL

d'éclairage



















